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FIGURE 3 



Cause a communication 
device to send first test 
signal into 
communications network 
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Receive a second test signal from the 
communications network 
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Perform a verification that the second 
test signal is the expected result of 
sending the first test signal into the 
network 
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Set communications 
parameters and PPP 
negotiations on the test 
host's serial port abstraction 
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Set the transmitting communications 
device to dial digits and establish a 
communication channel over the 
network 
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Send one or more files from the test host to 
the transmitting communications device and 
into the communication channel 



Receive one or more files at the test host via 
the receiving communications device 



Using the test host, compare the file(s) sent 
to the files received and flag any unreported 
errors 



Report the results of the data transfer test to 
the user 



GO 



J_ 

Q END J 



FIGURE 5 



Establish PPP connection 
between the first 
communication device 
and the IWF 
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Add a static route to ensure 
data transfer is limited to 
thePPP-IWF connection 
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Set the transmitting communication 
device to dial digits and initiate a 
network connection 
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Invoke standard TCP/IP "Ping" 
function to verify connectivity 
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Utilize FTP to transfer one or more 
files to test the quality of the 
network connection 
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Using the test host, compare the — <2Q 
file(s) sent to the file(s) received and 
flag any unreported errors 



Report the results of the data 
transfer test to the user 
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